
 

 

MEMORANDUM 

          

TO:  All Field Employees 

 

FROM: Ann Dopilka, PHR, SHRM-CP, Senior HR 
Associate 

SUBJECT: HARD HAT LABEL & EXPIRATION CHECK 

DATE: June 15, 2018 

              

Enclosed, please find a label with the new Tectonic logo to be placed over the former 
Tectonic logo on your Tectonic-issued hard hat. These labels are MSA brand and OSHA 
approved and are also waterproof. When installing the label, please make sure that your 
hard hat is clean to ensure that the adhesive sticks.  

Prior to installing the label, please perform a hard hat expiry date check. The date code 
indicates when the shell was molded. Date codes are molded into the underside of the 
shell’s brim with the year and month in which that specific shell was molded. The large 
number inside the circle indicates the year. The arrow inside the circle points to the outer 
ring of numbers that represents the month. 

       

     Therefore, this specific example reads July (7th  
     month) of 2012 (12 in center).  

 

 

MSA Helmets have a 5 year service life, and MSA Suspensions should be replaced every 
12 months. In addition, visually inspect the shell for breakage, cracks, crazing, discoloration, 
chalky appearance, or any other unusual condition. Also, inspect the shell for brittleness by 
flexing the brim (do not compress the shell sides). These conditions can indicate a loss of 
impact, penetration, and/or electrical resistance and the helmet must be replaced 
immediately. The suspension should be checked for loss of flexibility. Check for cracks, 
breaks, frayed straps, or damaged stitching. If any of these conditions exist, the suspension 
must be replaced immediately. 

If you require a new helmet or suspension, please contact me as soon as possible for a 
replacement, and indicate whether you are requesting a full brim or cap brim hard hat. 
Should you have any further questions or concerns, please don’t hesitate to contact me at 
adopilka@tectonicengineering.com or (845) 534-5959 x 2128.  
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